Elektromotory

Séria H17R

Vgkonng, GcCinné a flexibilné...

Technicky katalog
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Profil

Vysokonapatovy motor série H17R s kompaktnou konstrukciou je novgm produktom nasej
spolo¢nosti s vysokou Ucinnostou, nizkymi vibraciami, nizkou hluénostou, jednoduchou Udrzbou,
krasnym vzhladom a nizSou hmotnostou.

V(kon a montazne rozmery zodpovedaju narodnej norme |EC. Nasa spolocnost bola certifikovana
ISO9001-2000, celad operacia vratane objednavania, vgskumu a v{voja, vgroby, predaja a servisu je v
sUlade s normou ISOS001.

Stupen ochrany je IPSS, ing stupen IP je na vyziadanie.

Chladenie je podla IEC60034-5, je to IC41, iné chladenie na vyziadanie.
Demisie sU podla a IEC60034-7.

Tiez velkost ramu 630 méze byt vyrobena v IC411.
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Systém oznacCovania

H17R 560 1 - 4
L pou
Dizka jadra
Velkost rdmu
Typ
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Manazment kvality a certifikaty

Vyag

EHectre

VYBO Electric je moderna high-tech energeticky Usporna spolocnost, ktord venuje vysoka pozornost
kvalite, Zivotnému prostrediu, bezpeCnosti, preciznosti a efektivite prace a energie vo vgrobe. Preto ma
vela certifikatov a systémov kontroly kvality. Kontrola kvality je nasSou prioritou.

Zakladné certifikaty zahfnaju:
ISO9001

Prvoradou Glohou normy ISO 9001 je sa v organizacii zamieriavat
na riadenie systému a manazment kvality. Spokojnost zakaznika
a naplnenie jeho poziadaviek, ktoré st Specifikované v zmluvach,
objednavkach, €i technickgch vkresoch stoja na prvom mieste.
Systém riadenia kvality je naviazang na vSetky procesy v
spolocnosti. Norma sa orientuje na riadene ludskych, ale gj
financngch zdrojov, na stabilitu infrastruktary vratane budoy,
dopravy, hardvéru, softvéru a ingch komunikacngch alebo
informacngch technoldgii. DéleZitou sucastou je aj planovanie
vgroby a sluzieb, riadenie procesu nadkupu, ale aj riadenie
nezhodnych produktov.

1SO 9001

1ISO14001

Hlavnou prioritou normy I1SO 14001 je identifikovat a pochopit IS0 14001
environmentalne aspekty a Cinnosti, ktoré sOvisia s celou BUREAU VERITAS
infrastruktirou spolocnosti, a na zaklade toho regulovat Certification

environmentalny vplyv na zivotné prostredie.

Norma ISO 140071 vo svojom rozsahu vytvara podmienky pre
urCienie environmentalnych cielov a planov, ktorgch plnenie v
pravidelngch intervaloch skima vrcholovg manazment a taktiez
nezavisl{ organ pri interngch auditoch.

Tato norma je urcena pre vSetky organizacie a spolocnosti, ktoré
povazuju ochranu Zivotného prostredia za svoj prvorady ciel.

Prinosom normy pre spolocnost je najma:

- kontrola nad environmentalnym dopadom na Zivotné prostredie
- kontrola nad produkovangmi emisiami @ odpadom

- Uspora materialu a energii

- predchadzanie vzniku havarii

- sUlad Cinnosti spolo¢nosti s pravnymi poziadavkami

- nulové pokuty za environmentalne spravanie

- vytvorenie dobrej povesti a prestize spolocnosti




1ISO045001

Specifikacia 1ISO 45001 (predtgm znama ako OHSAS 18001) je
medzindrodne uznavana norma, ktorad deklaruje dodrziavanie zasad
bezpecného podniku, zvlddanie rizik pri praci a ochranu zdravia
pracovnikov  pocCas vykonavania prace. Netgka sa len
nebezpecCenstva a Urazov, ale kladie doraz i na dalSie aspekty ako
napriklad dobrg stav a duSevna pohoda zamestnanca.

Certifikat je na Slovensku vedeng ako STN ISO 45001:2019 a je
pod ndzvom Systémy manazérstva bezpecnosti 8 ochrany zdravia
pri praci. Poziadavky s usmernenim na pouZivanie. Nahradza
Standard STN OHSAS 18001

ISOS0001

Systémy energetického manazérstva Energetickd GCinnost
pomahaju organizaciam Setrit peniaze, Setrit energetické zdroje a
taktiez pomahaju k prevencii zmene klimy. ISO 50001 povzbudzuje
organizacie vo vSetkgch sektoroch, aby wvyuZivali energiu
efektivnejSie prostrednictvom rozvoja systému energetického
hospodarenia. Medzindrodnad norma ISO 500071 2011 Specifikuje
poziadavky na budovanie, udrziavanie a zlepSenie systému
energetiky. Jeho cielom je umoznit organizacidm realizovat
systematicky pristup, ktorg pomodze dosiahnut trvalé zlepSenia
energetickej GCinnosti, vyuzivania energie a spotreby.

1S0 45001

BUREAU VERITAS
Certification




H1/R - stredno a vysoko napatoveé elektromotory

Elektromotory série H17R

Typ:
TEFC:

Velkost ramu:
Rozsah v{konov:
Napatie:
Material ramu:
Ochrana:

Galéria - 3D

H17R

Trojfazovy asynchronny elektromotor
chladeng uplne uzavretgm ventildtorom
315 mm - 630 mm

132 kW - 3000 kW

1000V -13 800V

liatinovg ram, volba zvaraného ramu

IP 55, 65,67

Chladenie:
Montaz:
Volba:

Prislusenstvo:

IC 411, 1C 416 (rebrované chladenie)

B3, B35, V1, IM V15

Speciélne vinutie pouzitia VFD, moZze
podporovat niekolko druhov napatia a
frekvencie

PT100, PTC a iné tepelné prvky na
ochranu loZisk a vinutia, ohrievace, anti-
vibracné senzory a iné
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Konstrukcia

Ram tejto série je liatinovy, ma dva nezavislé chladiace systémy, jeden chladenie vonkajSim
ventilatorom, druhg chladenie vnatorngm ventilatorom. 2p6lovy motor pouziva samostatny axialny
ventilator. 4-8 polov( motor sa mbze otacat na oboch stranach vdaka odstredivému ventilatoru.

Rotor vyuZziva meden( rotor a vysoko presné vyvazenie.

Konstrukcia loziska: Konstrukcia gulockoveho loziska: ma loziska, guléckove a valCekové lozisko na
hnacom konci, valivé lozisko na nehnanom konci. Valivé lozisko mdze niest radidlnu silu a gul6ckove
lozisko moze tiez ziskat axidlnu silu.

Hlavna svorkovnica je umiestnena vpravo hore. Umiestnenie vlavo je mozné na vyziadanie.

Aplikacie

Motory sU pouzitelné na pohon réznych typov univerzalnych strojov, ako st kompresory, veterné
stroje, Serpadla a drvite a iné mechanické zariadenia. Siroko pouzivan( aj v petrochemickom
priemysle, chemickgch zavodoch, tovarni na medicinu, banictve a elektrarni, tovarni na medicinu a ako
pohony v ingch narocngch podmienkach.
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Technické data H17R (6 KV)

Zvratovg

Velkost - Menovitg vgkon - Nomingine Efektivita (%) Gginnik ~ rUdpripinom - (maximéiny) étarFt)g\Z:eho étarFt)c?\Ziireho Zotrvatnost ot kg)
ramu (kw) otacky zatazeni (A) kritiaci momentu produ rotora (kg*m)
moment
2 polové elektromotory
220 3000 94,4 0,89 252 29 0,61 6,2 21 2865
315 250 3000 94,5 0,89 28,6 29 064 6,3 24 2900
280 3000 94,6 09 316 29 0,66 6,7 2.7 2950
315 3000 94,7 09 356 32 07 73 31 3040
355 3000 94,8 09 40 3 07 6,8 33 3075
355 400 3000 951 09 45 29 068 6,7 35 3160
450 3000 952 0,91 50 28 07 6,6 37 3215
500 3000 953 0,91 555 28 0,72 6,6 4 3280
500 3000 954 09 559 28 06 61 4,3 3630
400 560 3000 95,5 0,91 62 28 064 6,3 4,5 3700
630 3000 95,6 0,91 69,7 29 0,69 6,5 49 3820
710 3000 957 0,91 785 3 0,77 7 53 3950
800 3000 958 09 89,3 28 0,61 6,3 6 4700
450 S00 3000 959 09 1004 3 o071 7 6,2 4800
1000 3000 96,1 09 11,3 25 0,61 6 6,8 5000
1120 3000 96,2 0,91 1231 28 0,74 6,8 75 5100
1250 3000 96,3 0,91 1373 29 06 6,6 15 6860
00 1400 3000 96,4 0,91 153,6 29 063 6.8 16 7000
1600 3000 96,5 0,91 1753 29 0,67 6,9 17 7140
1800 3000 96,6 0,91 197 3 0,75 74 19 7400
2000 3000 96,7 0,91 2187 27 06 6,4 28 7800
560 2240 3000 96,8 091 2447 29 0,67 7 30 8030
2500 3000 96,9 0,91 2728 3 08 76 32 8300
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Technické data H17R (6 KV)

Zvratovy Pomer Pomer

Velkost  Menovit{ vgkon Nominalne (o PR Prad pri plnom (maximalny) “ ) “ . Zotrvacnost ,
AT (W) otstky Efektivita (%) Ucinnik zatazeni (A) o Stranr;?::riiho star;cr)ggzleho rotora (kg'm) Hmotnost (kg)
moment
4 polové elektromotory

220 1500 944 0,88 255 22 074 52 4.2 2900

315 250 1500 94,5 0,88 289 22 074 51 49 2970
280 1500 94,6 088 324 23 083 54 56 3050

315 1500 94,8 0,88 36,3 24 0,95 59 6.3 3120

355 1500 95 0,88 409 24 096 64 6.5 3220

355 400 1500 951 088 46 23 096 6.3 6.8 3290
450 1500 952 0,89 511 22 09 6.2 71 3340

500 1500 953 089 567 22 099 6.2 74 3400

500 1500 953 0,89 567 24 0,86 6 8 3970

400 560 1500 954 0,89 63,5 24 0,88 6 85 4080
630 1500 955 089 713 24 092 61 93 4170

710 1500 956 09 794 23 0,97 6.2 9.8 4250

800 1500 957 09 894 25 069 61 13 5000

450 900 1500 95,8 09 1004 25 075 64 15 5200
1000 1500 959 09 1115 27 0,82 6,8 16 5450

1120 1500 96 09 124,7 25 079 8.5 18 5700

1250 1500 961 091 1375 26 07 6.2 33 6850

00 1400 1500 96,2 0,91 1539 26 07 6.2 35 7040
1600 1500 96,3 091 1757 25 072 64 37 7180

1800 1500 96,5 0,91 1972 26 079 6,8 39 7330

2000 1500 96,7 0,91 2187 24 064 6 63 8170

560 2240 1500 96,8 091 2447 26 073 6.5 68 8420
2500 1500 96,9 0,91 2728 25 072 64 76 8660
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Technické data H17R (6 KV)

Zvratovg

Velkost - Menovitg vgkon - Nomingine Efektivita (%) Gginnik ~ rUdpripinom - (maximéiny) étarlzgvz:eho étarTs\Z(e:ireho Zotrvatnost ot kg)
ramu (kw) otacky zatazeni (A) kritiaci momentu produ rotora (kg*m)
moment
6 polové elektromotory
185 1000 94,2 0,85 22,2 22 09 5 6.8 2670
315 200 1000 94,3 0,85 24 23 1 54 74 2720
220 1000 94,4 0,85 264 23 11 56 79 2850
250 1000 94,6 0,85 299 24 12 58 84 3000
250 1000 94,7 0,85 299 19 08 4.6 87 3255
- 280 1000 94.8 0,85 334 2 09 49 9.2 3345
315 1000 94,9 0,85 376 21 11 58 9,6 3440
355 1000 9571 0,85 42,3 2,2 12 58 104 3530
400 1000 9571 0,85 476 24 11 6,2 1.8 4010
400 450 1000 95,3 0,85 53,5 23 11 61 125 4110
500 1000 954 0,86 58,6 2.2 11 59 133 4200
560 1000 95,5 0,86 655 22 11 59 14,2 4290
630 1000 956 0,86 737 2 09 52 16 5100
450 710 1000 95,7 0,86 831 19 09 53 18 5300
800 1000 95,8 0,86 934 2 1 55 20 5500
900 1000 959 0,86 105 21 11 6 22 5700
1000 1000 96 0,86 116,6 21 11 6,2 44 6820
00 1120 1000 961 0,86 1304 2 11 6 46 7000
1250 1000 96,2 0,86 1454 2 11 59 48 7170
1400 1000 96,3 0,86 1627 19 11 59 51 7360
1600 1000 96,4 0,87 1836 18 09 49 97 8300
560 1800 1000 96,5 0,87 206,3 1.8 09 52 101 8550
2000 1000 96,6 0,87 229 19 1 57 106 8780
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Technické data H17R (6 KV)

Zvratovy Pomer Pomer

Velkost  Menovit{ vgkon Nominalne (o PR Prad pri plnom (maximalny) “ ) “ . Zotrvacnost ,
A (W) otstky Efektivita (%) Ucinnik zatazeni (A) o stranr;::r?tliho star;?ggﬁleho rotora (kg'm) Hmotnost (kg)
moment
8 polové elektromotory

132 750 93,8 075 181 24 09 56 45 3050

315 160 750 939 076 216 21 11 51 53 3130
185 750 94 076 249 21 11 51 6 3200

200 750 941 078 26,2 24 12 54 6.8 3270

355 220 750 94,3 078 2838 24 12 53 75 3350
250 750 944 079 323 22 11 49 8.2 3430

280 750 94,5 079 361 21 1 4.8 91 3510

315 750 946 0,81 396 21 09 49 13 4020

400 355 750 947 081 445 19 09 47 14 4090
400 750 94.8 0,81 501 19 09 46 15 4200

450 750 949 081 56,3 19 09 46 16 4310

500 750 951 082 617 2 09 46 19 5100

450 560 750 952 082 69 2 1 49 21 5300
630 750 954 082 775 21 11 52 23 5500

710 750 955 082 872 23 13 58 25 5700

800 750 956 083 97 21 11 54 44 6800

500 900 750 957 083 109 21 1 53 46 6950
1000 750 958 0,83 121 21 1 53 48 7190

1120 750 959 083 1354 2 1 52 51 7320

1250 750 96 083 151 2 09 51 120 8400

560 1400 750 961 083 168,9 2 1 54 128 8600
1600 750 96,2 083 192,8 21 1 56 134 8800
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Montaz a rozmery (10 KV)
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Velkost Montazne rozmery (mm) Celkové rozmery (mm)
. oly
ramu A B1 B2 B3 B4 C D E F K AB AD BB HB HD L

450 2 800 900 1000 M20 1250 280 S5 170 25 35"47 980 950 1495 390 135 2360

450 468 800 900 1000 M20 1250 280 120 210 32 3547 980 950 1495 380 135 2360

500 2 900 1250 / 425 10 210 28 42*60 1080 1000 1600 470 1220 2560

500 468 900 1250 315 140 250 36 42'60 1080 970 1490 470 1220 2560

560 2 1000 1400 530 130 250 32 4260 M80 1040 1680 590 1380 2660

~| ! 1~
~| 11

/
/
560 468 1000 1400 / 355 160 300 40 4260 180 1040 1680 590 1380 2660
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Technické data H17R (10 KV])

Zvratovy

M itd vak Prad ori ol ( imalny) Pomer Pomer
Velkost ramu ENOVIg VIKON s minaine otacky  Efektivita (%) Uginnik ruc pripinom MXIM3ING) iartovacieno  &tartovacieho  Hmotnost (ka)
(kw) zatazeni (A) kratiaci |
momentu pradu
moment
2 polové elektromotory
630 3000 S5 087 44 2 07 7 5200
450 710 3000 951 088 49 2 07 7 5300
800 3000 953 0,88 551 2 07 7 5500
300 3000 954 088 619 2 07 7 5600
1000 3000 961 09 66,8 2 07 6.8 6200
500 1120 3000 96,2 091 739 2 07 6.8 6300
1250 3000 96,3 0,91 824 2 07 6,6 6450
60 1400 3000 96,4 091 921 2 07 6.8 7500
1600 3000 96,5 0,91 1052 2 07 6.8 7800
Zvratovg
Menovitg vgkon ) - - Prad pri plnom (maximalny) Pome'r Pomer
Velkost ramu Nominalne otacky  Efektivita (%) Uginnik L L Startovacieho  Startovacieho  Hmotnost (kg)
(kw) zatazeni (A) kratiaci |
momentu pradu
moment
4 poloveé elektromotory
630 1500 95,2 0,86 44,4 2 08 6,5 5400
450 710 1500 954 0,86 501 2 08 6.5 5500
800 1500 95,5 0,87 556 2 08 6,5 5700
300 1500 956 088 62,5 2 08 6.5 5800
1000 1500 957 0,88 68,6 2 08 6,5 6400
500 1120 1500 95,8 088 76,7 2 08 6.5 6500
1250 1500 96 0,88 854 2 08 6,5 6650
60 1400 1500 961 0,89 94,5 2 08 6,5 7700
1600 1500 96,2 0,89 1079 2 08 6,5 8000
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Technické data H17R (10 KV])

Zvratovy

M ita vak Prad ori ol (maximalny) Pomer Pomer
Velkost ramu COVIG VBKON \ ominalne otatky  Efektivita (%) Uginnik rudpripinom maXImaiNG) <t artovacieho  &tartovacieho  Hmotnost (kg)
kw) zatazeni (A) kratiaci .
momentu pradu
moment
6 polové elektromotory
450 1000 94,2 0,83 332 2 08 6 5400
450 500 1000 94,5 0,83 36,8 2 08 6 5500
560 1000 94,6 0,84 407 2 08 6 5700
630 1000 94,9 0,84 45,6 2 08 6 5800
710 1000 95 0,84 514 2 08 6 6400
500 800 1000 952 0,85 YAl 2 08 6 6500
900 1000 954 0,85 641 2 08 6 6650
1000 1000 955 0,86 70,3 2 08 6 7700
1120 1000 95,7 0,87 777 2 08 6 8000
560 1250 1000 959 087 86,5 2 08 6 8200
1400 1000 961 0,87 96,7 2 08 6 8400
Zvratovy P P
s Menovitg vgkon L L y P Prad pri plnom (maximalny) . omer _romer ,
Velkost ramu Nominélne otdcky  Efektivita (%) Uginnik L Lo Startovacieho  Startovacieho  Hmotnost (Kg)
kw) zatazeni (A) kratiaci |
momentu pradu
moment
8 poélové elektromotory
315 750 93,5 0,77 617 2 08 55 4800
450 355 750 937 077 69 2 08 55 4900
400 750 938 0,78 775 2 08 55 5100
450 750 939 0,78 872 2 08 55 5300
500 750 94,4 0,79 97 2 08 55 6400
500 560 750 94,5 079 109 2 08 55 6500
630 750 94,9 08 121 2 08 55 6650
710 750 95 08 1354 2 08 55 7700
800 750 95,2 0,81 131 2 08 55 8000
560 900 750 953 0,82 168,9 2 08 55 8200
1000 750 954 0,83 192,8 2 08 55 8400
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Stupne ochrany (IEC600034-5)

Oznacenie Prva cislica

Druha cislica

Ochrana proti dotyku a vniknutiu cudzich telies
ochrana pred nebezpec¢ngmi " zivgmi" Castami a
pohyblivgmi mechanickgmi castami.

Ochrana proti vode

Vnikaniu prachu nie je Uplne zabranené , ale prach
nezasahuje do prevadzky zariadenia. Sonda s
priemerom 1 mm neprenikne do krytu.

1o, €o prudi proti krytu z akéhokolvek smeru,
nebude mat Ziadne skodlivé GCinky.

Ziadne vniknutie prachu

Tryskajuca voda nebude mat ziadne skodlive

acinky
IP55 Chranené proti prachu Tryskajaca voda
IP56 Chranené proti prachu Intenzivna tryskajlca voda
IP65 Prachotesné Tryskajaca voda
IP66 Prachotesné Intenzivna tryskajlca voda

Vya0

HectricT




Adresa

VYBO ELECTRIC a. s. | tel: +421 944 105 3671
Radlinského 18 | e-mail: predaj@vyboelectric.eu
052 01 Spisska Nova Ves
Slovenska republika

www.vyboelectric.com

Vyao
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BUREAU VERITAS

Certification

VYBO Electric a.s.
Radlingkého 18, 052 01 Spisska Nova Ves
Slovak Republic

Bureau Venitas Cartification Holding SAS — UK Branch certifies that ihe Management
System of ihe sbove organisafion has besn audited and found to be in accordance
with the requirements of the management system standards delailed helow

ISO 14001: 2015

Scope of certification

MANUFACTURE AND SALE OF ELECTRIC MOTORS. SALES AND DEVELOPMENT
OF VARIAELE FREQUENCY DRIVES.

Original cyele start date: 18.05.2022
Explry date of previous cycle: NIA

Certffication Audit data: 31032022
Cerlification cycle start date: 18.05.2002

Bubjact to the continued satisfactory operation of the organization's Management System, this
certificate expires on: 17.05.2035

Cariificata No. SK.4i22 0558 Varsion: 1 Issuc date: 16.65.2022
Gerificafion bociy etiieea: 8 Flnor, 65 Prescot Straet, Landan £1 SHE, United Kingdom E @ H
aral offes: Plyndrenskd 703, BRATISLAVA B21 09, Slovek Rupubiic UEAS

R
ooy

Furtrer daflieaticns repardng e ecope of this oerdficesa nd the apRUCERI of the maregerar] ystar
racuirements may L chilaned by varesing te argarisatian,
T chack this eeriifesta sl (s cal + 421 £ 5341 4185

apa * at1

BUREAU Auezrded to
YERITAS

Siousk Republic

Slandary

Certificate

VYYBO Electric a.s.

Radlinského 18, 052 01 Spiksks Nové Ves
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MANUFACTURE AMD SALE OF ELECTRIC MOTORS. EALES
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VYBO Electric a.s.
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Manufacture and sale of electric motors.
Sales and development of variable frequency drives.

An audit was performed, Report No. 2264/40/22/Q/AS/C
Proof has been furnished that the requirements
according to

STN EN ISO 9001:2016

are fulfilled. The certificate is valid from 2022-04-14 until 2025-04-13
Certificate Registration No. Q 2264-1

Bratislava, 2022-04-14

My

TUV SUD Slovakia s.r.0.
Certification Body for Management Systems
Member of Group TUV SUD

ZERTIFIKAT « CERTIFICATE #

Jafkova 6, 821 03 Bratislava FQ-025

For it

"
Certificate SK22/3701
Reg. No. 153/Q-011 — Thee renagesment system of
Skwsiia : :
VYBOElectricas. =
CERTIFICATE it G
062 01 Spisisk Nova Ves, Siovakia '%o
P . i has been assessed and certified as meefing the requirements of
TUV SUD Slovakia s.r.o0. !
Certification Body for Management Systems .
Accredited by SNAS m Im W 'm18 E SNAS
Certificate on accreditation No. Q-011 2

Reg. No. 158/R-099

Production & sales of electric motors.
‘Sales & development of variable frequency drives.

Further i the scope of ths cartifical
o EN IS0 50001 be obtained by e
This certificate is valid from 7 April 2022 until € April 2025
and remeins valid subject to safisfactory surveillance audits.
: Recertification audit due a minimum of 60 days
before the exgpiration date.
Issue 1. Certified with SGS since 7 April 2022

Authortsed by

Ing. Reéberl Bodnde

Director

SGSSovakiaspd. sra

Fysucka 14, 040 11 Kodice, Slovakia
14421 55 TE361 11 14421 55 78361 20, wwwsgscom
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